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Amendments to the Claims 




2. 



4. 



5. 



6. 



(Curren^amended) A method for route selection in connection- oriented 
packet-switching networks i n wh i ch d ata- p a ck e ts ar e tran s mitt e d o n a curr an t 
communications path , said method comprising the steps of: 
receiving a request for selecting an alternate communications path, said 
request containing information regarding the network resources used by 
[[saidJJ a current communications pathjfcj],. said current communications path 
transmitting data packets: 

supplementing the resources available in said network with said network 
resources used by said current communications path, while 
computing an alternate communications path. 

(Original) The method of claim 1 , wherein said network resources include 
bandwidth, CPU, memory, links/nodes. 

(Original) The method of claim 2, wherein said alternate communications 
path uses a bandwidth, CPU and memory which are not greater than the 
bandwidth, CPU and memory used by said current communications path. 

(Original) The method of claim 2, wherein said alternate communications 
path uses a bandwidth, CPU and memory which are greater than the 
bandwidth. CPU and memory used by said current communications path. 

(Original) The method of claim 1, wherein said step of computing said 
alternate communications path includes using information from a network 
topology database. 

(Original) The method of claim 3 or 4, wherein said alternate path includes a 
link used by said current communications path. 



(Curregtjy^ftended) A method for route selection in connection- oriented 
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9. 



10. 



11. 



12. 



packet-switchfng networks i n wh i ch data p a ok e t e a r e tr a n s m i tt e d on a curr e nt 
commun i cat i on s pattv , said method comprising the steps of: 

a) receiving a request for selecting an alternate communications path, 
said request containing information regarding network resources reservations 
used by [{said]} a current communications path , said currentcornmunications 
path transmitting data packets; 

b) removing said network resources reservations used by said current 
communications path from a network topology database; 

c) computing said alternate communications path based on information 
accessed from said network topology database; and 

d) restoring said network topology database to reflect again said network 
resources reservations used by said current communications path. 

(Original) The method of claim 7, wherein sub- steps (b) to (d) are 
performed as an atomic transaction. 

(Original) The method of claim 7, wherein said network resources include 
bandwidth, CPU, memory, links/nodes. 

(Original) The method of claim 9, wherein said alternate communications 
path uses a bandwidth, CPU and memory which are not greater than the 
bandwidth, CPU and memory used by said current communications path. 

(Original) The method of claim 9, wherein said alternate c ommunications 
path uses a bandwidth, CPU and memory which are greater than the 
bandwidth, CPU and memory used by said current communications path. 

(Original) The method of claim 1 0 or 1 1 , wherein said alternate path 
includes a link used by said current communications path. 



(CurrentJ^amended) A route selector for selecting an alternate 

communications path in connection- oriented packet- switching networks-** 
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wfrtek-d rta - paoKoto aro tr a n s mitted o n a cu rr ent - communication s path, said 
route selector comprising: 

means for receiving a route selection request, said request containing 
information regarding the network resources used by [[said]] ^current 
communications path , said current communications path transmitting data 
packets ; 

means for supplementing the resources available in said network with said 
network resources used by said current communications path; and 
means for computing said alternate communications path. 

14. (Original) The route selector of claim 13, wherein said network resourcae 
include bandwidth, CPU, memory, links/nodes. 

1 5. (Original) The route selector of claim 14, wherein said alternate 
communications path uses a bandwidth, CPU and memory which are not 
greater than the bandwidth, CPU and memory used by said current 
communications path. 

16. (Original) The route selector of claim 14, wherein said alternate 
communications path uses a bandwidth, CPU and memory which are greater 
than the bandwidth, CPU and memory used by said current communications 
path. 

17. (Original) The route selector of claim 14 or 15, wherein said alternate path 
includes a link used by said current communications path. 



communications path in connection- oriented packet- switching networks-w- 
which data p ack o ts aro trancmitt ed- on a current communiGatiQfts~pator said 
route selector comprising: 

means for receiving a route selection request, said request containing 
information regarding the network resources reservations used by [[said]] a 



18. 



(Currently^mended) A route selector for selecting an alternate 
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current communications path , said current communications path transmitting 
data packets: 

means for removing said network resources reservations used by said current 

communications path from a network topology database; 

means for computing said alternate communications path based on 

information accessed from said network topology database; and 

means for restoring said network topology database to reflect again said 

network resources reservations used by said current communications path. 

1 9. (Original) The route selector of claim 1 8, wherein said network resources 
include bandwidth, CPU, memory, links/nodes. 

20. (Original) The route selector of claim 1 8, wherein said alternate 
communications path uses a bandwidth, CPU and memory which are not 
greater than the bandwidth, CPU and memory used by said current 
communications path. 

21 . (Original) The route selector of claim 19. wherein said alternate 
communications path uses a bandwidth, CPU and memory which are greater 
than the bandwidth, CPU and memory used by said current communications 
path. 

22. (Original) The route selector of claim 20 or 21 , wherein said alternate path 
includes a link used by said original communications path. 

23. (Original) A computer-readable medium containing computer executable 
instructions for performing the steps of: 

a) receiving a route selection request for finding an alternate 
communications path in connection- oriented packet-switching networks in 
which data packets are transmitted on a current communications path, said 
request containing information regarding the network resources reservations 
used by said current communications path; and 
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b) computing said alternate communications path after Increasing the 
resources available In said network with said network resources reservations 
used by said current communications path. 

24. (Original) The computer-readable medium of claim 23, wherein step (b) 
includes the following sub-steps: 

b1) removing said networK resources reservations used by said current 
communications path from a network topology database; 
b2) computing said alternate communications path based on information 
accessed from said network topology database; and 

b3) restoring sgid network topology database to reflect again said network 
resources reservations used by said current communications path. 

25. (Original) The computer-readable medium of claim 24, wherein said sub- 
steps (b1) to (b3) are performed as an atomic transaction. 

26. (Original) The computer-readable medium of claim 23. wherein said 
network resources include bandwidth, CPU, memory, links/nodes. 

27. (Original) The computer-readable medium of claim 26, wherein said 
alternate communications path uses a bandwidth. CPU and memory which 
are not greater than the bandwidth, CPU and memory used by said current 
communications path. 

28. (Original) The computer-readable medium of claim 26, wherein said 
alternate communications path uses a bandwidth, CPU and memory which 
are greater than the bandwidth, CPU and memory used by said current 
communications path. 

29. (Original) The computer -readable medium of claim 27 or 28, wherein said 
alternate path includes a link used by said current communications path. 
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